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TABLE TO BE USED FOR FINDING NIPPLE LENGTH

LIST OF MATERIALS

The obove items are
to be used in place
of the items shown
at, right — for 'F' and L
M combination only.

(TEM 12) Itm]Qu] Description
‘ | | Terminal Compartment For Side Mtg. (See T.5. 10-4-1)
= c v ] F]m]|NT]ee 2 | 1 | Ornomental Cap (See T.S. 10-1-86)
oo Lc|l ® | 3582 w8|i3 3/4)i8 3/8f275/8] | 3 [ 1 | 1 12" Pipe, See Table
85 J|3ss| o |8 1/4|9 /8|13 3/4] 23 4 | 1| 112" 90° Elbow, Drill 8 Tap For Setscrew
SR lFlewslewa = 3 |4 172013 3/4 5 | 1| 172" 1LD. Pipe Nipple, 12 112" Long
g% M 1334|918 3 B |3 5812 /8 6 | 1| 1 172" Pipe Tee
G 3 [N[83/8)13 3/4]a 1723 58] ® |8 1va 7 | 2| 90° Elbow
PO 16 |7 sm| 23 |13 37412 we[s va| ® 8 | 2| Flat Washer
NIPPLE LENGTH 9 2 Neop:ene Washer 3
e (ITEM 3) 1011 | 1/2" 1.D. P|p? Nipple, 12 Long
§FﬂCE I I J l F I ™ N [ G 1|4 | uzu Lock Nipple, See Note |
NIPPLE 24 Iza mb? 7!‘8[33 3/443 wsz 5/8 12 | | |f’2" I.D. Pipe Nipple, S?ee Table
LENGTH Threads On One End Only 13 | 1| 1 172" Coupling, As Required
2 | Signal Head, See Plans
2 | 90° Elbow With Locking Device (See T.5. 10-1-2)
2| 1 12" 1.0. Pipe Nipple, 12" Long
2| 1 2" 1.D. Pipe Nipple, 12" Long
1| 1 172" 1.D. Pipe Nipple, 9 1/2" Long,Ped. Signal Onjy
2 | 172"x2" Galvanized Steel Bolt 13- UNC With Flat Washer And
‘Lock Washer
1 | Conduit Lock Nut (For F & 'M' Combination Only)
1 | 1 172" 1.D. Pipe Nipple, 3" Long (For F & 'M' Comb. Only)
I | Malleable Hex. Nut (For F & 'M' Combination Only)
NOTES:
I. Lock Nipple Length Shall Be | /8" For 8" Heads And
| 3/4° For 12 Heads.
2. For Pole Drilling Detail See T.S. 4-[8.
3 Special Nipple Length For Use Only With Ped. Signal

Mounting Orientation Plans

Fixed Direction Of Bracket Arms Predetermined
At Site. Direction Of Signal Heads To Be

Determined By Engineer.

Single Head Units.
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